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Read these instructions carefully before installing, commissioning and using this product.

Immersed use only.

Only use a safety transformer.

1. Pack contents
1 Micro Plug-in-Pool base with cable (3m pre-fitted) + technical instructions (this document)

2 Micro Plug-in-Pool monochrome lights compatible with the base. Colour depending on the selected model.

1 installation tool + 1 suction pad

MPNT0442 v1.0EN (19/02/2021)
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2. Technical specifications

Dimensions
Ø 48mm / depth 50mm

Base length: Ø 80mm

Installation

In a standard 1.5" brush socket

In a CCEI wall crossing PF10R191 (shell / concrete) or PF10R306  (lin-
er)

Power supply Voltage: 12 V ~ (AC) / Frequency: 50Hz/60Hz

Power consumption

Max. luminous flux

15W - 1300 lm (monochrome white)

15W - 800 lm (cyan)

Take into account the total power for all lighting to determine which 12V
(100 / 300VA) transformer to use.

LED type
9 monochrome power LEDs (colour depending on the selected model)

Risk group 1 (low risk) as per IEC62471:2006

Protection rating IP-68

3. Installation

3.1. Connection to electricity

Installation of this project involves a hazard of electric shocks. We strongly recommend you
contract a professional installer. An installation error can put you in danger and may irre-
versibly damage the product and the equipment connected to it.In compliance with the NF C
15-100 standard, pool lights installed in Volume 0 must always be powered by VLSV (Very low
safety voltage). Always cut off the power upstream before handling the electrical installation.

Risk of electric shock. Only connect to a circuit which is protected by a ground fault circuit
breaker . If you are not sure if these types of device are fitted, contact a qualified electrician.

It is imperative to connect to the electricity supply in a
dry environment, in a sealed connection box of which
the cable glands must be tight to prevent any water
ingress.
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3.2. Fitting the base in the wall crossing

A. Bend at the back of the cross part not watertight
(see wall crossing installation)

B. Raise the electric connection above the water
level (in this case in a junction box)

3.3. Complete light installation

Base installation Light installation Finish

1. Position the base facing the
backflow nozzle

2. Screw the base into the back-
flow nozzle

3. Connect your base to the 12V
power supply

You can install the
unit already assem-
bled into the back-
flow (base + flood-
light)

1. Position your light in front of
the base

2. Fit the light into the base and
make a quarter-turn to fix it

This operation can
be carried out di-
rectly under the wa-
ter. Once the light is
properly positioned,
it will light automati-
cally.

Adjust the base tightening / screw-
ing depth to how far the lamp is
pushed into the backflow.

If you want to replace the light to use a new colour. You must use the supplied suction-wrench to unlock the
light (quarter-turn) and fit the new one (see second column)

4. Projector Protection
Independent protection is necessary for each Micro Plug-in-Pool (even if several projectors are connected to
the same transformer). Protection must be ensured in the secondary of the transformer using fuses or breakers
at 2A. The cable cross-section must be adapted accordingly.
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5. Cable Cross-Section

CROSS-SECTION (mm²)

1,5 mm² 2,5 mm² 4 mm² 6 mm²

The voltage drop in the supply cable of
the Micro Plug-in-Pool cable should be
limited in order to comply with the applic-
able standards and ensure optimal illumi-
nation.

Follow the table opposite (one projector
per cable)

Max. length
(m) 15 25 40 60

A. Declaration of conformity

CCEI S.A.S (FR 47 40 35 21 693)declares that the Micro Plug-in-Pool  product meets the safety
and electromagnetic compatibility requirements of European directives 2014/35/EU and 2014/30/EU.

Emmanuel Baret

Marseille, on 19/02/2021

Distributor's stamp

Date of sale: . . . . . . . . . . . . . . . . . . . . . . . Batch N°: . . . . . . . . . . . . . . . . . . . . . . . . . . .
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