
LIMPIDO EZ
THERMOREGULATED ELEC-
TROLYSER EASY TO INSTALL

AUTO TREATMENT

Choose optimum production for user comfort. Limpido 
EZ DUO guarantees natural, efficient and automatic wa-
ter treatment thanks to its thermoregulated mode. 

QUICK INSTALLATION

Its easy-to-handle housing simplifies installation, with 
essential connections directly accessible without having 
to open the housing! Save time in the technical room. 

INTEGRATED PH CONTROL

Limpido EZ DUO combines intelligence and ease of use, 
with water temperature-adapted chlorine production 
and integrated pH control. 



LIMPIDO EZ DUO : PH REGULATION EMBEDDED

AN OPTIMAL CHLORINE PRODUCTION FOR USER COMFORT

Daily production adapted to
water temperature

Chlorine production reduced when 
pool cover is closed

Multifunction cell connector
(temperature, flow, etc.)

Forced the filtration pump
Production stopped at 12°C

Référence
Reference

Modèle
Model

Alim.
Supply

Production
(g/h)

Taux de sel
Salinity PH

PF10I050 EZ 60

230V

12 - 15 g/h

2 - 4 g/l

PF10I051 EZ 100 18 - 24 g/h

PF10I052 EZ 160 30 - 40 g/h

PF10I054 EZ DUO 60 12 - 15 g/h
OK

PF10I055 EZ DUO 100 18 - 24 g/h

Embedded dosing pump to the 
salt chlorinator panel

Automatic regulation according
to a selected value

Empty tank safety and daily
limit of injection

Complete equipment
supplied with device

A DIFFERENCIATED 
PRODUCT

AUTONOMOUS 
PRODUCTION

EASY 
INSTALLATION

Hausse de la tempéra-
ture de l’eau

Mesure par la sonde dans 
la cellule

Augmentation de la 
durée de production

Water temperature 
increase

Measurement by 
probe in cell.

Production time 
increase

Transparent cell with 50mm standard 
connection and embedded flow-switch
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